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NOTES:

1. SALVAGE ALL EXISTING SIGNS ENCOUNTERED DURING
EXCAVATION CONSTRUCTION.  RESET AS DIRECTED BY THE
PROJECT REPRESENTATIVE, SEE TECHNICAL SPECIFICATION,
02112.

2. OWNER WILL ESTABLISH INITIAL SURVEY CONTROL AND
ALIGNMENT GRADE STAKES, SEE TECHNICAL SPECIFICATION
01050, FIELD ENGINEERING FOR ADDITIONAL
CONTRACTOR SURVEYING REQUIREMENTS.

3. CONTRACTOR CAN USE THE EXISTING AND PROPOSED
FOOTPRINT FOR STAGING AND STOCKPILING, WITH
EXCEPTIONS, SEE TECHNICAL SPECIFICATION 01010.

4. ANY UTILITIES DEPICTED ON THESE PLANS ARE IN
ACCORDANCE WITH THEIR ACHIEVED "QUALITY LEVELS" AS
DEFINED IN THE AMERICAN SOCIETY OF CIVIL ENGINEER'S
DOCUMENT ASCE 38, "STANDARD FOR THE COLLECTION
AND DEPICTION OF EXISTING SUBSURFACE UTILITY DATA."
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FULL DEPTH GRAVEL PARKING SPACES.
(SEE DETAIL SHEET 6)

PARTIAL DEPTH GRAVEL PARKING SPACES.
RESHAPE EXISTING PARKING SPACES AND

ADD PIN DOWN PARKING BLOCKS.
(SEE TYP. SECTION DETAIL SHEET 6)

FULL DEPTH GRAVEL SECTION
(TYP. OF 590 SY)
(SEE DETAIL SHEET 6)

EXISTING BOAT RAMP 16.00'

STRAW WATTLES

181.64'

STRIPE ADA
PARKING SPACES
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MATERIAL
ESTIMATED QUANTITIES

QUANTITY UNIT

ASPHALT OR CONCRETE PAVEMENT 1234 SY

3" MINUS PIT RUN, 4" DEPTH 968 SY

CONCRETE SIDEWALK 889 SF

BASE BID

3/4" MINUS CBC, 4" DEPTH 9539 SY

BMP (WATTLE) 160 LF

PIN DOWN PARKING BLOCKS 37 EA
RELOCATE SIGNS 5 EA

EXCAVATION (WITH ONSITE DISPOSAL)689 CY

GEOTEXTILE FABRIC 1234 SY

8.10'
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NOTES:
1. MAX CROSS SLOPE MAY NOT EXCEED 2%
2. RUNNING SLOPE MAY NOT EXCEED 5% ON SECTION

FROM ADA PARKING SPACES TO LATRINES.  DESIGN
SLOPE IS 2%.
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34" MINUS CRUSHED SURFACE COURSE, 4" DEPTH
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EXISTING GROUND
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CROSS SLOPE VARIES**

34" MINUS CRUSHED BASE COURSE, 4" DEPTH

EXISTING CRUSHED BASE COURSE, OR 3" MINUS
SUB BASE COURSE IN FULL DEPTH AREAS AS
SHOWN ON SHEET 3.

EXISTING GROUND

GEOTEXTILE FABRIC

ASPHALT PAVEMENT, 3" DEPTH

TYPICAL ASPHALT  SECTION

(Not to Scale)
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34" MINUS CRUSHED SURFACE COURSE, 4" DEPTH
EXISTING GRAVEL SURFACE

EXISTING GROUND

FULL DEPTH GRAVEL TYPICAL SECTION

(Not to Scale)

PARTIAL DEPTH GRAVEL TYPICAL SECTION

(Not to Scale)

5'

1.5% SLOPE 4" CONCRETE SIDEWALK WITH FIBER
MESH REINFORCEMENT (1.5#/CY)

4" OF 1" MINUS CRUSHED
BASE COURSE

NATIVE GROUND GRUBBED OF ALL
VEGETATION AND TOP SOIL.

TYPICAL SIDEWALK SECTION
(NOT TO SCALE) CONCRETE EXPANSION JOINT DETAIL SIDEWALK AND PARKING PAD CONSTRUCTION JOINT DETAIL

NOT TO SCALE

INSTALL EXPANSION JOINTS AT THE
LATRINE/SIEWALK JOINT AND THE PARKING
PAD/SIDEWALK JOINT AND AT ALL COLD JOINTS

PROVIDE CONSTRUCTION JOINTS AT 15' MINIMUM OR
THE WIDTH OF THE SIDEWALK AND SPACE EVENLY.

1
2" x 14" DOWER CAP ELASTOMERIC SEALANT

(GRAY)

#4 REBAR
1
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